
Capitol Adhesives, Inc. 
PO Box 2023 
300 Cross Plains Blvd. 
Dalton, Georgia 30720 

800 8318381 • 706 277 6241 • fax 706 277 5753 

Material Safety Data Sheet 

S af T Bond #003 
Residential Grade Multi Purpose Adhesive 

SECTION I - PRODUCT IDENTIFICATION 
Manufacturer'sName: CapitolAdhesives 
Address: 300 Cross Plains Blvd., Dalton, GA 30720 
Telephone #: 1-800-831-8381 
GenericID: Latex Based FlooringAdhesive 
DOT Hazard Classification: None 
Product Identity: Saf T Bond #003 Residential Grade 
Multi PurposeAdhesive 

SECTION II - HAZARDOUS COMPONENTS 
None per OSHA Regulation: 29CFR1910.1200 
None per SARA Title III, Section 313 and TSCA 40 CRF 
372 
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Initial Boiling Point: 212°F 
Vapor Pressure: Same as water 
Vapor Density (Air=1.0): Same as water 
Specific Gravity: 1.22 
G/LVOC(calculated) 0.00 
PercentVolatiles: 32.0% 

SECTION IV - FIRE AND EXPLOSION DATA 
Flash Point: 	 200° F 
Explosive Limit (Product): 	NA 
ExtinguishingMedia: 	 Nonetoavoid 
Hazardous Decomposition Products: Carbon monox- 
ide, carbon dioxide, oxides of nitrogen and sulfur. 
Special Fire Fighting Procedures: Wear self-contained 
breathing apparatus. 
Unusual Fire & Explosion Hazards: 	None 

SECTION V- HEALTH HAZARD DATA 
Permissible Exposure Level: 	NA 
Threshold Limit Value: 	 NA 
Effects Of Exposure: Eyes- Possible mild irritation. 
Skin- Possible mild irritation. Breathing- None known. 
Swallowing- Can cause G.I. blockage. 
First Aid: Skin- Soap and water. Eyes- Flush with water 
, lifting upper and lower lids occasionally. Ingestion- Do 
not induce vomiting. Call physician or transport to an 
emergency facility. Inhalation- If affected, remove indi- 
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vidual to fresh air. 	Use only in well ventilated areas. 
SECTION VI - REACTMTY DATA 
Stability: Stable 
Incompatibility: None 
Hazardous Decomposition: None 
Hazardous Polymerization: None 
Conditions To Avoid: None Known 

SECTION VII - SPILL OR LEAK PROCEDURES 
Steps to be Taken in Case Material is Released or Spilled: 
Absorb liquid on paper, vernuculite, lloor absorbent, or 
other absorbent material. Solidified materials accepted 
for landfill disposal in most locations. Check all local, 
state, and federal regulations. 

SECTION VIII - PROTECTIVE EQUIPMENT 
Ventilation: Open all available windows and entrances 
to insure good ventilation. Respirator Protection: None 
needed. Protective Gloves: Ifsensitive. Eye Protection: 
Wear glasses or protective goggles to avoid splashes. 
Other Protec6ve Equipment: None required. Wash 
Hands Thoroughly with Soap and Water. 

SECTION IX- SPECIAL PRECAUTIONS 
Protect from freezing. Use only in applications as stated 
on the label. Do not take internally. Close container af- 
ter each use. Avoid skin and eye contact. 

Ventilation with fresh air, including open doors and win- 
dows should be observed during any flooring installa- 
tion. Operate HVAC systems at 100% fresh air intake be- 
fore, during and after installation to eliminate lingering 
odors or particulate matter. 

The information accumulated herein is believed to be ac- 
curate but is notwarranted to be whether originating wi th 
company or not. Recipients are advised to confirm in ad- 
vance of need that the information is current, applicable 
and suitable to their circumstances. 
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Product Specification 

#003 
Residential Grade 

Multi Purpose Adhesive 
Capitol Adhesives' Saf T Bond #003 Residential Grade 
Multi-Purpose Floofing Adhesive is specially formulated for 
the most common installations. Saf T Bond #003 is calcu- 
lated "0" VOC's, meaning it contains no solvents, ammonia, 
alcohol, glycol's or any irritants. Because of these features it 
is ideal for use in schools, health care facilities, public build- 
ings or anywhere odor must be kept to a minimum. 

Saf T Bond #003 is also excellent for felt backed vinyl sheet 
goods and vinyl composition tile (VCT). Saf T Bond #003 is 
light in color and is warranted not to cause adhesive yellow- 
ing of felt backed vinyl sheet goods. DO NOT USE FOR 
SHRINK TO FIT SYSTEMS, SOLID VINYL SHEET 
GOODS ORPRODUCTS WITH PVC BACKINGS. 
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Description: 	 ResidentialCarpetAdhesive 
 

Flammability: 	Non-Flammable 
Open Time: 	 30-60 minutes - Verywide tackrange 	 &9 square yards /gallon 
CleanUp: 	 waterwhenwekSafetysolventormineralspidtswhendry. 	 •LightLateaUnitary 
Shel(Life: 	 Oneyearinclosed container. 
Limitations: 	Donotsubjecttotemperaturesbelowl0'F. Iffmzen,warmtoatleast70°Fandstirbeforeusing. For interioruse only. 
Pzckaging: 	 5Gallon,4Gallon,3 ~hGa1lon,IGallon(4/case),IQuart(12/case) 	 ~ 
ForThelnstallationOf:•JuteBackedCarpet •Urethane(attachedcushion)-Enhancerl&Iltype •ActionBac'Catpet •LightIatexUnitaryCar- 

pet •FeltBackedVinylSheetGoods •VCT(VinylCompositionTile) 
ForUseOver. 	•Concrete-above,onandbelow-grade,indoorsintheabsenceofexcessivemoisture,hydrostaticpressureandalkali •Ply- 

wood •APAGradeParticleBoard •OSB •Tetrezzo •HardwoodFloors •latex-PortlandCementUnderlayment •Gyp- 
sum Cement Undedayment •VCT • Felt Backed Vinyl Sheet Goods (prime with an acrylic sealer, such as Capitol's Liquid  
Latex) •Donotuseoverexistingcutback  

PriorTolnstallation: 	I. Insurethat0oorissound,smoothandlevel,freeofdepressiunsandprotrusions. 2. Fillanydepressionsorcrackswith 
agoodgradeoflatexundedayment. 3. TheOoorsurfaamustbefrceofpaint,oldadhesive,cudngagents,parting 
wmpounds, oil, grease, wax, and any othcr contartunant that may hinder the performance of an adhesive. 4. Secure loose 	 , 
tiles,boards,etc.byre-nailingand/orm-gluing. S. Preheatbuikling toaminimumof65°Fand35%-65%rolativehuntidity, 
48 hours prior to and after installation. 6. Store unwrapped Boor covering and adhesive al a minimum of 65°F and 35%- 	 ~ 
65% relative humidity 48 hours prior to inatallation, preferably on site. This acclimation will ¢duce carpet e¢pansion and 
wntrac0on. 7. Retrrovedirtanddustbyvacuum. S. Perfortnamoisturetest(concreteonly).(seeMOISTURETEST) 9. 	 ~ 
Performaporositycheck(concreteonly).(s«POROSITYTFST) 10. Performanalkalinitytest(conereteonly). (seeAL-  
Kr1LINITY TEST) 11. Detemtice the appropriate trowel to use. ( see MINIMUM TROWEL RECOMMENDATION) 
12. Insurethat a110oor patch is sufficientlycured pdorto installatfon. 	 CFl  

MoistureTest: 

	

	Method#I-Tapedown a2's2'sheetofpolyethyleneplasficwithducttapetoconcrete. Ifafter24hours,moistureisevident 
ontheplasticorthecoveredconcreteisdarker,postponeinstallationandpropedysealconcrete. Method#2-Ahygrometer 
gives an accurate reading of how much moisture is prrsent. Before using a hygrometer, make sure the slab is at least 55° F 	CFI - Associate Member 

(lowertempernturesretardwaterevaporation). Amaximumhygrometerreadingof65%isacceptable. Moisturemetersand 
vzrious other testing tooLv are commercially available. Method #3- Use an Anhydrous Caloium Chlodde Klt. Moisture 
should notexceed 3.01bs. per IOOOsquare feet per24 hours. 

PorosityTest: 	Porositypertainstotheabsorptionrateofthesubstrate. Impervioussubstratessuchasvinyl,terrazzo,andVCTabsorbverylitllemoisture. Concreteandwood 
havevzriableporosity,dependingonwhethertheyaresealedornot. Thisabsorptioncanaffectthedryingrateofanadhesive. Moreporoussubstrateswillcausean 
adhesive to dry faster, while an impervious substrate will retard the drying rate. To test the potosity of the sub0oor, pour a small amount of water in several areas 
throughout. If the water beads up, the sub0oor is very dense or sealed and is relatively non-absorbent. In these conditions, an adhesive will "tack up" at its notmal 
rate. Ifthewaterisabsorbedrapidly, thesubstrateisporous. Thiswillreducethedryingtimeofanadhesive. 

AlkzlinityTest: 	Alkzlinityfrequentlyisaresultofmoistureinwnereteslabs. HighalkalinitymaycauseanadhaivefailureandaBoorshouldalwaysbetestedforthep®senceof 
alkzli. Check the substrate for alkztine content by firstdampeningseveral areas with distilled water. Let stand for 5 minutes. Set pH paper into these areas and 
dererminethepH. ApHreadingbetween6-9isacceptable. ApHreadingof9+willrequiretheBoortobeneutralizedwithdilutedmutaticacidorvinegar,followed 
byawaterwzsh. 

Installationlnstructions:l. Detertninetheappropriatetroweltobeused(s«MINIMUMTROWELRECOMMENDATIONS). Calculatetheamountofadhesiveyouwillneedbyusing 
theapproumatespreadrates(rateswillvaryaccordingtoeachsub0oor.) 2. Spreadadhesiveleavingtrowelridgeshighenoughtoprovide100%transfer. Overnon 
poroussubnoors(teffazzo,vinylsheet,VC1)considersomeopentimetominimizeextrarolling. Fznsanderossventilationwillincreasethe"tack"rateofadhesive. 
CARPET: Most commereial carpets require that yuu use a seam sealer (Capitol's #022 Seam Seakr) to prevent edge ravel. Check manufacturers'spe<s to see if 
seamsealerisrequired(mostlikelyitis). Rollcarpetshortlyafterinstallationwitha75-It101b.rollertoprovide100%transfer. DO NOT USEA HFAVY ROLLER 
FOR CUSHION BACKED CARPET. If bubbles occur, roll again after 2 hours. Ratrict heavy tratfic for 24 hours. FELT BACKED VINri SHEET GOODS: 
Laysheetgoodsintoadhesive. Shoneropentimeswillgiveyoumore"sliptime"toadjustthesh«tgoodsvrithoutrippingthefeltbacking. Usemanufacturerspeci- 
fiedseamsealertosealallseams. VCr(VinylCumpositionTile): Adhesive must be tacky prior to layingtiles in. Dryingproblemsandseepagewillresultifproper 
opentime(approximatelyl5-20minutes)isnotallowed,particularlyoversealedsub0oors. 3. Cleanupwetadhesivewithwzter. Ckanupdryadhesivewilhsuit- 
ablesolvent. 

FirstAid: 	 FirstAid: Skin- Soap and water. Eyes-Flushwithwater,Iiftingupperandbwerlidsoaasionally. Ingestion-Donotinducevomiting. Call physician or tmnsport 
toanemergencyfacility.lnhalation-Ifaffected,removeindividualtofreshair. Useonlyinwellvenfilatedamas. 
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